9E1 sheet a: Pole Mountings for Traffic Signals Type 2
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GENERAL NOTES
DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS
DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

POLES SHALL BE EITHER ALUMINUM OR GALVANIZED STEEL AS CALLED FOR
IN THE CONTRACT.

SECTION 657, POLES, OF THE STANDARD SPECIFICATIONS SHALL APPLY
TO THIS DRAWING.

A PULL WIRE/ROPE IN ACCORDANCE WITH STANDARD SPECIFICATION 652 SHALL BE
INSTALLED IN EACH TROMBONE ARM RACEWAY DURING THE MANUFACTURING PROCESS.

TYPE 2 ALUMINUM POLES SHALL BE CONSTRUCTED OF 6063-T6 ALUMINUM ALLOY.
SLEEVING INSIDE THE POLE IS NOT ACCEPTABLE.

WHEN TRANSFORMER BASES ARE USED, WIRE CONNECTIONS SHALL BE MADE IN THE
TRANSFORMER BASE.

4" X 6" REINFORCED HANDHOLE & COVER ASSEMBLY WITH 2 (TWO) '/a" X ¥" - 20
TPI HEX HEAD STAINLESS STEEL BOLTS.

SIGNAL FACE MOUNTING BRACKETS. MOUNT WITH CAP SCREWS AND BANDING.
(SEE STANDARD SPECIFICATIONS - SEC. 658)

GROMMETS, 1" CHASE NIPPLES OR 1" CLOSE CONDUIT NIPPLES WITH BUSHINGS
SHALL BE PROVIDED FOR 134" HOLE IN POLE SHAFT FOR WIRING.

SECURELY MOUNT DULL BLACK POLYCARBONATE BACKPLATES, PROJECTING 5"
BEYOND ALL SIDES OF THE SIGNAL FACE HOUSING, PER MANUFACTURER'S
RECOMMENDATIONS.

POLE MOUNTED SIGNAL FACES SHALL REOQUIRE 10R MORE MOUNTING SPACERS
UNDER THE TOP MOUNTING BRACKET(S) AS REQUIRED, TO PLUMB THE SIGNAL FACES.

CAST ALUMINUM TRANSFORMER BASE, WHEN REQUIRED.

MOUNTING BRACKET NIPPLES FOR THE SIGNAL FACE(S) SHALL BE 2 INCHES IN
LENGTH AND 12 INCHES IN DIAMETER. (SEE STANDARD SPECIFICATION - SECTION 658).

VERTICAL STRUT (ADJUSTABLE). ONE (1) SET SCREW (/4" X ¥s" LONG-
20 TPI, STAINLESS STEEL, HEX HEAD) INTO EACH ARM MEMBER IF STRUT
IS THE SLIDING TYPE.

FURNISH AND INSTALL VENTILATED, CAST, METALLIC (ALUMINUM ALLOY) CAPS.
FASTEN CAPS WITH ONE (1 '/a" X ¥ - 20 TPI STAINLESS STEEL, HEX HEAD BOLT.

SHIMMING, IF NEEDED, SHALL BE LOCATED BETWEEN THE CONCRETE FOUNDATION
AND THE TRANSFORMER BASE.

USE SERRATED LOCK WASHERS WITH NOTCHES BETWEEN END TEE AND SIGNAL HEAD.
*MOUNTING HEIGHT LIMITATION DIMENSIONS OF THE TROMBONE MAST ARM WILL BE
DEPENDENT UPON THE USE/NON-USE OF A TRANSFORMER BASE.
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Pole Mountings for Traffic Signals Type 2

April 16, 2015

References:
Standard Spec 657 Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION
654.0102 Concrete BasesS TYPE 2..ccvvvvveveiiiiieieeeeeeee et
655.0200 - 0299 Cable Traffic Signal (# of conductors)(AWG) .......cccevvvvvvveeeeeeenn.
657.0255 Transformer Bases Breakaway 11 1/2-Inch Bolt Circle ..............
657.0305 POIES TYPE 2. i
657.0560 - 0599 Trombone Arms (IeNgth).........cooii i
658.0100 - 0199 Traffic Signal Face (size) (vertical or horizontal) ..............cccccee....
658.0200 - 0290 Backplates Signal Face (# section) (SIZ€) ........ccovvvcuviieieeeernnnnnns
658.0412 Pedestrian Signal Faces 12 - INCh.........ccccoccvieeeec e,
658.0500 Pedestrian Push BUttONS ..........coovviiiieiiiiine e,
658.5069 Signal Mounting Hardware (location) ...........ccccceveeeeniiiiiiieeeeeenn,
658.0600 - 0629 LED Modules (size) (COIOr) (tYPE)...eeeeviverrirereeeeeeieiiiiieeeeeeeeeeenees
658.0630 - 0659 LED Modules Pedestrian Countdown Timer (Siz€) ......ccccceeevenes
658.0660 - 0689 LED Modules Countdown Timer (SIZ€)......cuuveeevviecivvrieeeeeeeeriiinnnns
658.1100 - 1199 Programmable Traffic Signal Face (size) (vertical or horizontal)
Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE
Other SDDs associated with this drawing:
SDD 9c2 Concrete Bases, Types 1, 2, and 5
SDD 9c3 Transformer/Pedestal Bases
SDD 9el Hardware Details for Pole Mountings sheet “g” is required.

Design Notes:
NONE

Contact Person:
Ahmet Demirbilek (414) 220-6801

Pole Mountings
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9E1 sheet b: Pole Mountings for Traffic Signals and Lighting Units Type 3 (Heavy Duty)
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GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS
DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

ALL TYPE 3 POLE MOUNTINGS SHAL
WITH LUMINAIRES.
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L.

SECTION 657, POLES, OF THE STANDARD SPECIFICATIONS SHALL APPLY TO

THIS DRAWING.

A PULL WIRE/ROPE IN ACCORDANCE
INSTALLED IN EACH TROMBONE ARM

WITH STANDARD SPECIFICATION 652, SHALL BE
RACEWAY DURING THE MANUFACTURING PROCESS.

THE SLIPFITTER END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL
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(SEE STANDARD SPECIFICATIONS - SEC. 658)
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POLE MOUNTED SIGNAL FACES SHALL REQUIRE 1 OR MORE MOUNTING SPACERS
UNDER THE TOP MOUNTING BRACKET(S) AS REQUIRED, TO PLUMB THE SIGNAL FACE.

TYPE 3 POLE CONFIGURATIONS SHALL BE MOUNTED DIRECTLY TO THEIR CONCRETE
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VERTICAL STRUT (ADJUSTABLE). ON
STEEL, HEX HEAD) INTO EACH ARM

FURNISH AND INSTALL VENTILATED,

ER. (SEE STANDARD SPECIFICATION - SECTION 658)

E (D SET SCREW (174 " X ¥," -20 TPI, STAINLESS
MEMBER IF STRUT IS THE SLIDING TYPE.
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Standard Detail Drawing 9el (sheet b) April 16, 2015

Pole Mountings for Traffic Signals and Lighting Units Type 3 (Heavy Duty)

References

Standard Spec 657 - Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER

654.0102
655.0200 - 0299
655.0600 - 0699
657.0310
657.0560 - 0599
657.0609
657.0614
657.0704
657.0709
657.0714
658.0100 - 0199
658.0200 - 0290
658.0412
658.0500
658.0600 - 0629
658.0630 - 0659
658.0660 - 0689
658.1100 - 1199
658.5069
659.1100 - 1199

DESCRIPTION UNIT
CONCrete BaSeS TYPE 2..coviieieieiiieieeeeeeee ettt ettt e e eeeeeeeeeeeaeaeeennnnnnnes EACH
Cable Traffic Signal (# of conductors)(AWG) ....cccceevvvvcviiiieeeee e eccivieeeee e EACH
Electrical Wire Lighting (AWG) ......ccoiiiiiiieiiiee e e e EACH
POIES TYPE Bt EACH
Trombone Arms (IENGLN).........eiiiii e EACH
Luminaire Arms Single Member 4-Inch Clamp 6-FT ..........ccccceeeeeiiniiiiiinenn. EACH
Luminaire Arms Single Member 4-Inch Clamp 8-FT .........cccoiieeiieiiiniiiiinenn. EACH
Luminaire Arms Truss Type 4-Inch Clamp 10-FT ..., EACH
Luminaire Arms Truss Type 4-Inch Clamp 12-FT ..., EACH
Luminaire Arms Truss Type 4-Inch Clamp 15-FT ..., EACH
Traffic Signal Face (size) (vertical or horizontal) ............cccecvvieveeeeiiiiiciiineen, EACH
Backplates Signal Face (# Section) (SIZ€) ......cccvvvcvrerrieeeeeiiiiiieeeee e EACH
Pedestrian Signal Faces 12 - INCh.........coocciiieiie e EACH
Pedestrian PUSh BUIONS .........ueiiiiiiiiie e EACH
LED Modules (Size) (COIOr) (LYPE)....uvveeeiirieieiiiiiee ettt EACH
LED Modules Pedestrian Countdown Timer (SiZ€) .........cccceevrirereeiiieneenninnn. EACH
LED Modules Countdown TimMer (SIZ€)......cccuuureieiriiieieeiiiiee et EACH
Programmable Traffic Signal Face (size) (vertical or horizontal) .................. EACH
Signal Mounting Hardware (I0CatioN) ..........ooouuiiiiiiiioiiiiiee e LS
Luminaires Utility LED (Cat@gOrY) .....oocuureeeeeeaeeiiiiieeee et EACH

Standardized Special Provisions associated with this drawing:

STSP NUMBER
NONE

TITLE

Other SDDs associated with this drawing:

SDD 9c2 Concrete Base, Type 2
SDD 9el Hardware Details for Pole Mountings sheet “g” is required.
SDD 9e3 Non-Freeway Lighting Unit Pole Wiring

Design Notes:

Use 4-inch clamps.

Contact Person:

Ahmet Demirbilek (414) 220-6801

Pole Mountings
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g&( 9E1 sheet c: Pole Mountings for Traffic Signals and Lighting Units Type 4
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GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN
ON THIS DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS
OF THE CONTRACT.

ALL TYPE 4 POLE MOUNTINGS SHALL BE DESIGNED TO INCLUDE TWIN 15' ARMS
WITH LUMINAIRES.

POLES SHALL BE GALVANIZED STEEL WITH A MINIMMUM WALL THICKNESS OF U.S.
STANDARD 11GAGE (.1196").

SECTION 657, POLES, OF THE STANDARD SPECIFICATIONS SHALL APPLY TO THIS
DRAWING.

|THE SLIPFITTER END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL
2% INCHES IN OUTSIDE DIAMETER. THE STRAIGHT PORTION OF THE SLIPFITTER
END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL 12 INCHES IN LENGTH.

WHEN TRANSFORMER BASES ARE USED, CONNECTIONS SHALL BE MADE IN THE
TRANSFORMER BASE.

4" X 6" REINFORCED HANDHOLE & COVER ASSEMBLY WITH 2 (TWO) '/a" X ¥" - 20
TPI HEX HEAD STAINLESS STEEL BOLTS.

SIGNAL FACE MOUNTING BRACKETS, MOUNT WITH CAP SCREWS AND BANDING.
(SEE STANDARD SPECIFICATIONS - SEC. 658).

GROMMETS, 1" CHASE NIPPLES OR 1" CLOSE CONDUIT NIPPLES WITH BUSHINGS
SHALL BE PROVIDED FOR 134" HOLE IN POLE SHAFT FOR WIRING.

SECURELY MOUNT DULL BLACK POLYCARBONATE BACKPLATES, PROJECTING 5"
BEYOND ALL SIDES OF THE SIGNAL FACE HOUSING, PER MANUFACTURER'S
RECOMMENDATIONS.

POLE MOUNTED SIGNAL FACES SHALL REQUIRE 1 OR MORE MOUNTING SPACERS
UNDER THE TOP MOUNTING BRACKET(S) AS REQUIRED, TO PLUMB THE SIGNAL FACE.

CAST ALUMINUM TRANSFORMER BASE, WHEN REOQUIRED.

FURNISH AND INSTALL VENTILATED, CAST, METALLIC (ALUMINUM ALLOY) CAPS.
FASTEN CAPS WITH ONE (D '/s" X ¥ - 20 TPI STAINLESS STEEL, HEX HEAD BOLT.

SHIMMING, IF NEEDED, SHALL BE LOCATED BETWEEN THE CONCRETE FOUNDATION
AND THE TRANSFORMER BASE.

VENTILATED
(7)METALLIC CAP
AND BOLT

SINGLE ARM

BACKSIDE AND FRONTSIDE
CLAMPS SHALL ALLOW TYPICAL
INTERCHANGEABLE MOUNTING
AS SHOWN

TRUSS ARM

INTERCHANGEABLE MOUNTING DETAIL

POLE MOUNTINGS FOR
TRAFFIC SIGNALS AND
LIGHTING UNITS. TYPE 4
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Pole Mountings for Traffic Signals and Lighting Units Type 4

References:

Standard Spec 657 - Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER

654.0102
655.0200 - 0299
655.0600 - 0699
657.0255
657.0315
657.0609
657.0614
657.0704
657.0709
657.0714
658.0100 - 0199
658.0200 - 0290
658.0412
658.0500
658.0600 - 0629
658.0630 - 0659
658.0660 - 0689
658.1100 - 1199
658.5069
659.1100 - 1199

DESCRIPTION

CONCrete BaSeS TYPE 2..coviieieieiiieieeeeeeee ettt ettt e e eeeeeeeeeeeaeaeeennnnnnnes
Cable Traffic Signal (# of conductors)(AWG) ....cccceevvvvcviiiieeeee e eccivieeeee e
Electrical Wire Lighting (AWG) ......ccoiiiiiiieiiiee e e e
Transformer Bases Breakaway 11 1/2-Inch Bolt Circle ..........cccoocvvveininneen.
POIES TYPE 4.t
Luminaire Arms Single Member 4-Inch Clamp 6-FT ..........ccoceeeeeeiiniiiinnenn.
Luminaire Arms Single Member 4-Inch Clamp 8-FT ..o,
Luminaire Arms Truss Type 4-Inch Clamp 10-FT ...,
Luminaire Arms Truss Type 4-Inch Clamp 12-FT .......ccooviiiiiieeee i,
Luminaire Arms Truss Type 4-Inch Clamp 15-FT ...,
Traffic Signal Face (size) (vertical or horizontal) ............cccecvvviveeeee i,
Backplates Signal Face (# Section) (SIZ€) ......ccevvvvvrrrereieeeiiciiieeree e
Pedestrian Signal Faces 12 - INCh.........ooocciiiiiie e
Pedestrian PUSh BUIONS .........ueiiiiiiiiie e
LED Modules (Size) (COIOr) (LYPE)....uvreeeiiirieeiiiiee ittt
LED Modules Pedestrian Countdown Timer (SiZ€) .........cccceevviveeeeiiiereenninnn.
LED Modules Countdown TimMer (SIZ€)......cccuiurereiriiieieeiiieee et
Programmable Traffic Signal Face (size) (vertical or horizontal) ..................

Signal Mounting Hardware (I0CatioN) ..........ooouuiiiiiiieoiiiieeeeee e

Luminaires Utility LED (Cat@gOrY) .....ooeuureeiieeeeeiiiiieeee ettt

Standardized Special Provisions associated with this drawing:

STSP NUMBER
NONE

TITLE

Other SDDs associated with this drawing:

SDD 9c2
SDD 9c3
SDD 9el
SDD 9e3

Design Notes:

Concrete Bases, Types 1, 2, and 5

Transformer/Pedestal Bases

Hardware Details for Pole Mountings sheet “g” is required.
Non-Freeway Lighting Unit Pole Wiring

Use 4-inch clamps.

Contact Person:

Ahmet Demirbilek (414) 220-6801

Pole Mountings
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9E1 sheet d: Pole Mountings for Traffic Signals and Lighting Units Type 5 (30 feet)
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TYPE 5 POLE MOUNTING CONFIGURATION

(MAXIMUM LOAD)
LIGHTING ONLY

TRUSS-TYPE ARM

@VENTILATED
METALLIC CAP
AND BOLT

SINGLE ARM

BACKSIDE AND FRONTSIDE
CLAMPS SHALL ALLOW TYPICAL
INTERCHANGEABLE MOUNTING
AS SHOWN

TRUSS ARM

VERTICAL CLAMP GAP SHALL BE
EQUAL ON BOTH SIDES OF POLE

INTERCHANGEABLE MOUNTING DETAIL

LUMNARE

WT. - 50 LBS.
EFFECTIVE PROJECTED
AREA FOR WIND
LOADING = L5 SO. FT.

® ®© 0O © 6

GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS
DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

ALL TYPE 5 POLE MOUNTINGS SHALL BE DESIGNED TO INCLUDE TWIN 15' ARMS
WITH LUMINAIRES.

POLES SHALL BE GALVANIZED STEEL OR ALUMINUM, AS CALLED FOR IN THE
CONTRACT.

TYPE 5 ALUMINUM POLES SHALL BE CONSTRUCTED OF 6063-T6 ALUMINUM ALLOY.
SLEEVING INSIDE THE POLE IS NOT ACCEPTABLE.

THE TYPE 5 ALUMINUM POLES SHALL HAVE A MINIMUM WALL THICKNESS OF 0.188".

TYPE 5 STEEL POLES SHALL HAVE A MINIMUM WALL THICKNESS OF U.S. STANDARD
11 GAGE (.1196").

THE SLIPFITTER END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL
2% INCHES IN OUTSIDE DIAMETER. THE STRAIGHT PORTION OF THE SLIPFITTER
END OF THE LUMINAIRE ARM SHALL BE A NOMINAL 12 INCHES IN LENGTH.

WHEN TRANSFORMER BASES ARE USED, WIRE CONEECTIONS SHALL BE MADE IN THE
TRANSFORMER BASE.

4" x 6" REINFORCED HANDHOLE & COVER ASSEMBLY WITH 2 (TWO) ' X %" - 20
TPI HEX HEAD STAINLESS STEEL BOLTS.

GROMMETS, 1" CHASE NIPPLES OR 1" CLOSE CONDUIT NIPPLES WITH BUSHINGS
SHALL BE PROVIDED FOR 134" HOLE IN POLE SHAFT FOR WIRING.

CAST ALUMINUM TRANSFORMER BASE, WHEN REQUIRED.
FURNISH AND INSTALL VENTILATED, CAST, METALLIC (ALUMINUM ALLOY) CAPS.

FASTEN CAPS WITH ONE (D '" X ¥" - 20 TPI STAINLESS STEEL, HEX HEAD BOLT.

SHIMMING, IF NEEDED, SHALL BE LOCATED BETWEEN THE CONCRETE FOUNDATION
AND THE TRANSFORMER BASE.

INTERNAL DUMBBELL-TYPE VIBRATION DAMPER.

POLE MONTINGS FOR
LIGHTING UNITS., TYPE 5
(30 FEET)

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

S.D.D. 9 E 1-14d




Version 14

Standard Detail Drawing 9el (sheet d) April 16, 2015

Pole Mountings for Traffic Signals and Lighting Units Type 5 (30 feet)

References

Standard Spec 657 - Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION UNIT
654.0105 Concrete Bases TYPE D ..ottt rnrnrane EACH
655.0600 - 0699 Electrical Wire Lighting (AWG) ......ccoiiiiiiieiiieee st er e EACH
657.0255 Transformer Bases Breakaway 11 1/2-Inch Bolt Circle ........ccccceeevveinvvnnnnn. EACH
657.0321 POIES TYPE 5-STEEI ...eiiieiii e EACH
657.0322 Poles Type 5-AIUMINUIM ....oooiiiiiiiie e EACH
657.0605 Luminaire Arms Single Member 4 1/2-Inch Clamp 4-FT ..o, EACH
657.0609 Luminaire Arms Single Member 4-Inch Clamp 6-FT ..........ccoceeeieiiiniiiiinenn. EACH
657.0610 Luminaire Arms Single Member 4 1/2-Inch Clamp 6-FT ......ccccccceiiiiiiiiinnenn. EACH
657.0614 Luminaire Arms Single Member 4-Inch Clamp 8-FT.........cccoovveeeeeiiniiciinnneen. EACH
657.0615 Luminaire Arms Single Member 4 1/2-Inch Clamp 8-FT ......ccccccceeeiviiiiinnnen. EACH
657.0704 Luminaire Arms Truss Type 4-Inch Clamp 10-FT ........cooiiiiieeee e, EACH
657.0705 Luminaire Arms Truss Type 4 1/2-Inch Clamp 10-FT .......cccoveereeeiniciiieeen, EACH
657.0709 Luminaire Arms Truss Type 4-Inch Clamp 12-FT .......cooovviiieeee e, EACH
657.0710 Luminaire Arms Truss Type 4 1/2-Inch Clamp 12-FT ......ccccovveveeeinicinenenn. EACH
657.0714 Luminaire Arms Truss Type 4-Inch Clamp 15-FT ......ccoocoiiiiiniiineinieee e, EACH
657.0715 Luminaire Arms Truss Type 4 1/2-Inch Clamp 15-FT ......cccccoviiiiiiiiieennn. EACH
659.1100 - 1199 Luminaires Utility LED (Cate€gOry) ......coouiureieiiiiiee ittt EACH
Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE
Other SDDs associated with this drawing:
SDD 9c2 Concrete Bases, Types 1, 2, 5 and 6
SDD 9c3 Transformer/Pedestal Bases
SDD 9el Hardware Details for Pole Mountings sheet “g” is required.
SDD 9e3 Non-Freeway Lighting Unit Pole Wiring

Design Notes:
Use 4-inch clamps with steel poles.

Use 4 1/2-inch clamps with aluminum poles.

Contact Person:
Ahmet Demirbilek (414) 220-6801

Pole Mountings


http://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf#ss657
http://wisconsindot.gov/rdwy/sdd/sd-09c02.pdf#sd9c2
http://wisconsindot.gov/rdwy/sdd/sd-09c03.pdf#sd9c3
http://wisconsindot.gov/rdwy/sdd/sd-09e03.pdf#sd9e3

9E1 sheet e: Pole Mountings for Traffic Signals and Lighting Units Type 6 (35 feet)

°¥l-1 3 6 "A'A’S

* RISE FOR 4'ARM SHALL BE 2'-0".

* @VENTILATED
4.6'0R 88— = METALLIC CAP
/ AND BOLT

2"
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SINGLE MEMBER

MAST ARM 1
MOUNT CLAMP 1"
BELOW CAP
10, 12'OR 15' |

VENTILATED
(4)METALLIC CAP
AND BOLT

MOUNT CLAMP 1"
BELOW CAP

NOMINAL

B

ROUND SHAFT 8" 0.D. (POLE BUTT)
X 3.1" (STEEL) OR 4.5" (ALUM) TOP
FOR TAPERED 35'SHAFT N

PEDESTRIAN
PUSH BUTTON
WHEN REOUIREDX

O—

@——D TOP OF CONCRETE
B— / BASE.

TYPE 6 POLE MOUNTING CONFIGURATION

(MAXIMUM LOAD)
LIGHTING ONLY

r2r
NOMINAL 35'-0" TAPERED SHAFT

CERCAARY

r-6"

36"

—a]

VENTILATED
(4) METALLIC CAP
AND BOLT

SINGLE ARM

BACKSIDE AND FRONTSIDE
CLAMPS SHALL ALLOW TYPICAL
INTERCHANGEABLE MOUNTING
AS SHOWN

TRUSS ARM

VERTICAL CLAMP GAP SHALL BE
EQUAL ON BOTH SIDES OF POLE

INTERCHANGEABLE MOUNTING DETAIL

LUMINARE

WT. - 50 LBS.
EFFECTIVE PROJECTED
AREA FOR WIND
LOADING = L5 SQ. FT.

TRUSS-TYPE ARM

@ ® 00 @ 0

GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN
ON THIS DRAWING SHALL CONFORM—FO—FHE—PERTNENT--REQUIREMENTS OF
THE CONTRACT.

ALL TYPE & POLE MOUNTINGS SHALL BE DESIGNED TO INCLUDE TWIN 15' ARMS
WITH LUMINAIRES.

POLES SHALL BE EITHER GALVANIZED STEEL OR ALUMINUM, AS CALLED FOR IN THE
CONTRACT.

TYPE 6 ALUMINUM POLES, SHALL BE CONSTRUCTED OF 6063-T6 ALUMINUM ALLOY.
SLEEVING INSIDE THE POLE IS NOT ACCEPTABLE.

THE TYPE 6 ALUMINUM POLES SHALL HAVE MINIMUM WALL THICKNESS OF 0.219".

TYPE 6 STEEL POLES SHALL HAVE A MINIMUM WALL THICKNESS OF U.S. STANDARD
11 GAGE (.1196").

THE SLIPFITTER END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL
2% INCHES IN OUTSIDE DIAMETER. THE STRAIGHT PORTION OF THE SLIPFITTER
END OF THE LUMINAIRE ARM SHALL BE A NOMINAL 12 INCHES IN LENGTH.

WHEN TRANSFORMER BASES ARE USED, WIRE CONNECTIONS SHALL BE MADE IN THE
TRANSFORMER BASE.

4" x 6" REINFORCED HANDHOLE & COVER ASSEMBLY WITH 2 (TWO) '/a" X ¥4" - 20
TPI HEX HEAD STAINLESS STEEL BOLTS.

GROMMETS, 1" CHASE NIPPLES OR 1" CLOSE CONDUIT NIPPLES WITH BUSHINGS
SHALL BE PROVIDED FOR 134" HOLE IN POLE SHAFT FOR WIRING.

CAST ALUMINUM TRANSFORMER BASE, WHEN REQUIRED,

FURNISH AND INSTALL VENTILATED, CAST, METALLIC (ALUMINUM ALLOY) CAPS.
FASTEN CAPS WITH ONE (1 '/s" X ¥ - 20 TPI STAINLESS STEEL, HEX HEAD BOLT.

SHIMMING, IF NEEDED, SHALL BE LOCATED BETWEEN THE CONCRETE FOUNDATION
AND THE TRANSFORMER BASE.

INTERNAL DUMBBELL-TYPE VIBRATION DAMPER.

POLE MOUNTINGS FOR
LIGHTING UNITS, TYPE 6
(35 FEET)

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

S.D.D. 9 E 1-14e




Version 14 Standard Detail Drawing 9el (sheet e)
Pole Mountings for Traffic Signals and Lighting Units Type 6 (35 feet)

April 16, 2015

References:
Standard Spec 657 - Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION
654.0106 Concrete BasesS TYPE B ...oevvvveveviviiiieeeeeeeeee e
655.0600 - 0699 Electrical Wire Lighting (AWG) ......ccooiviiiiiiiieie e
657.0255 Transformer Bases Breakaway 11 1/2-Inch Bolt Circle
657.0326 POIES TYPE B-STEEI ...oiiiiiiiiii e
657.0327 Poles Type 6-AlUMINUIM ...t
657.0605 Luminaire Arms Single Member 4 1/2-Inch Clamp 4-FT
657.0609 Luminaire Arms Single Member 4-Inch Clamp 6-FT .................
657.0610 Luminaire Arms Single Member 4 1/2-Inch Clamp 6-FT
657.0614 Luminaire Arms Single Member 4-Inch Clamp 8-FT .................
657.0615 Luminaire Arms Single Member 4 1/2-Inch Clamp 8-FT
657.0704 Luminaire Arms Truss Type 4-Inch Clamp 10-FT .....................
657.0705 Luminaire Arms Truss Type 4 1/2-Inch Clamp 10-FT
657.0709 Luminaire Arms Truss Type 4-Inch Clamp 12-FT .....................
657.0710 Luminaire Arms Truss Type 4 1/2-Inch Clamp 12-FT
657.0714 Luminaire Arms Truss Type 4-Inch Clamp 15-FT .........cccceenee.
657.0715 Luminaire Arms Truss Type 4 1/2-Inch Clamp 15-FT
659.1100 - 1199 Luminaires Utility LED (Category) .....cccovuveeeiriiieeeiiiiieeeviieeeeene
Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE
Other SDDs associated with this drawing:
SDD 9c2 Concrete Base, Type 1, 2, 5and 6
SDD 9c3 Transformer/Pedestal Bases
SDD 9el Hardware Details for Pole Mountings sheet “g” is required.
SDD 9e2 Freeway Lighting Unit Pole Wiring
SDD 9e3 Non-Freeway Lighting Unit Pole Wiring

Design Notes:

Use 4-inch clamps with steel poles.

Use 4 1/2-inch clamps with aluminum poles.
Contact Person:

Ahmet Demirbilek (414) 220-6801

Pole Mountings



http://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf#ss657
http://wisconsindot.gov/rdwy/sdd/sd-09c02.pdf#sd9c2
http://wisconsindot.gov/rdwy/sdd/sd-09c03.pdf#sd9c3
http://wisconsindot.gov/rdwy/sdd/sd-09e02.pdf#sd9e2
http://wisconsindot.gov/rdwy/sdd/sd-09e03.pdf#sd9e3

9E1 sheet f: Pole Mountings for Traffic Signals and Lighting Units Type 17 (40 feet)
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FOR TAPERED 40' SHAFT

PEDESTRIAN
PUSH BUTTON
WHEN REoumEnx
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TYPE 17 POLE MOUNTING CONFIGURATION

(MAXIMUM LOAD)
LIGHTING ONLY

124
NOMINAL 40'-0" SHAFT LENGTH

0 & 34

-6

36"

——

TRUSS-TYPE ARM

VENTILATED
(4) METALLIC CAP
AND BOLT

SINGLE ARM

BACKSIDE AND FRONTSIDE
CLAMPS SHALL ALLOW TYPICAL
INTERCHANGEABLE MOUNTING
AS SHOWN

TRUSS ARM

VERTICAL CLAMP GAP SHALL BE
EQUAL ON BOTH SIDES OF POLE

INTERCHANGEABLE MOUNTING DETAIL

LUMINARE

WT. - 50 LBS.
EFFECTIVE PROJECTED
AREA FOR WIND
LOADING = L5 SQ. FT.

CONONONCONCONC)

GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING
SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

ALL LUMINAIRE POLE MOUNTINGS SHALL BE DESIGNED FOR TWIN 15' ARMS
WITH LUMINAIRES.

POLES SHALL BE GALVANIZED STEEL OR ALUMINUM, AS CALLED FOR IN THE
CONTRACT.

TYPE 17 ALUMINUM POLES SHALL BE CONSTRUCTED OF 6063-T6 ALUMINUM ALLOY.
SLEEVING INSIDE THE POLE IS NOT ACCEPTABLE.

TYPE 17 STEEL POLES SHALL HAVE A MINIMUM WALL THICKNESS OF U.S. STANDARD
11 GAGE (.1196").

THE SHOE BASE SHALL BE SLOTTED TO ACCEPT A 15" BOLT CIRCLE
(14" X 16" SLOT) USING 1" ANCHOR RODS.

THE SLIPFITTER END OF THE LUMINAIRE MAST ARM SHALL BE A NOMINAL
2% INCHES IN OUTSIDE DIAMETER. THE STRAIGHT PORTION OF THE SLIPFITTER
END OF THE LUMINAIRE ARM SHALL BE A NOMINAL 12 INCHES IN LENGTH.

WHEN TRANSFORMER BASES ARE USED, WIRE CONNECTIONS SHALL BE MADE IN THE
TRANSFORMER BASE.

4" x 6" REINFORCED HANDHOLE & COVER ASSEMBLY WITH 2 (TWO) '/a" X ¥4" - 20
TPI HEX HEAD STAINLESS STEEL BOLTS.

GROMMETS, 1" CHASE NIPPLES OR 1" CLOSE CONDUIT NIPPLES WITH BUSHINGS
SHALL BE PROVIDED FOR A 134" HOLE IN THE POLE SHAFT FOR WIRING.

CAST ALUMINUM FHWA APPROVED TRANSFORMER BASE WHEN REOUIRED, SHALL HAVE
AN ULTIMATE STATIC LOAD STRENGTH OF AT LEAST 40,000 FT. - LBS.

FURNISH AND INSTALL VENTILATED, CAST, METALLIC (ALUMINUM ALLOY) CAPS.
FASTEN CAPS WITH ONE (1 '/s" X ¥4" - 20 TPl STAINLESS STEEL, HEX HEAD BOLT.

SHIMMING, IF NEEDED, SHALL BE LOCATED BETWEEN THE CONCRETE FOUNDATION
AND THE TRANSFORMER BASE.

INTERNAL DUMBBELL-TYPE VIBRATION DAMPER.

POLE MOUNTINGS FOR
LIGHTING UNIT. TYPE 17
(40 FEET)

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

S.D.D. 9 E 1-14f




Version 14 Standard Detail Drawing 9el (sheet f)

April 16, 2015

Pole Mountings for Traffic Signals and Lighting Units Type 17 (40 feet)

References:
Standard Spec 657 Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION
654.0107 Concrete BasesS TYPE 7 .oceve e e
655.0600 - 0699 Electrical Wire Lighting (AWG) .....ccceeeiiiiciiiiieeee e ciieeeee e
657.0210 Transformer Bases Breakaway 15-17 Inch Bolt Circle
657.0336 Poles Type 17-Steel .....cuiiiiiieeee e
657.0337 Poles Type 17-AluminUM ......cccoooiiiiiiiiiiee e
657.0620 Luminaire Arms Single Member 6-Inch Clamp 4-FT ..................
657.0625 Luminaire Arms Single Member 6-Inch Clamp 6-FT ..................
657.0630 Luminaire Arms Single Member 6-Inch Clamp 8-FT ..................
657.0635 Luminaire Arms Single Member 6-Inch Clamp 10-FT................
657.0640 Luminaire Arms Single Member 6-Inch Clamp 15-FT................
657.0725 Luminaire Arms Truss Type 6-Inch Clamp 15-FT ..................
657.0730 Luminaire Arms Truss Type 6-Inch Clamp 12-FT .............ooeee
657.0735 Luminaire Arms Truss Type 6-Inch Clamp 10-FT ..............oee
659.1100 - 1199 Luminaires Utility LED (Category) .....c.ooecvvveeeeeeeeieiiiiieeeeeeeeeinns
Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE
Other SDDs associated with this drawing:
SDD 9c8 Concrete Base, Type 7
SDD 9cl10 Transformer Base for 15-Inch Bolt Circle
SDD 9el Hardware Details for Pole Mountings sheet "g" is required.
SDD 9e2 Freeway Lighting Unit Pole Wiring
SDD 9e3 Non-Freeway Lighting Unit Pole Wiring

Design Notes:
NONE

Contact Person:
Ahmet Demirbilek (414) 220-6801

Pole Mountings



http://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf#ss657
http://wisconsindot.gov/rdwy/sdd/sd-09c08.pdf#sd9c8
http://wisconsindot.gov/rdwy/sdd/sd-09c10.pdf#sd9c10
http://wisconsindot.gov/rdwy/sdd/sd-09e02.pdf#sd9e2
http://wisconsindot.gov/rdwy/sdd/sd-09e03.pdf#sd9e3

g&( OE1 sheet g: Hardware Details for Pole Mountings
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CLAMP BOLT-NUT TIGHTENING TORQUE SHALL BE INDICATED BY INDENT
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4.5" 1.D. FOR LUMINAIRE MAST ARM CLAMP.
6.625" I.D. FOR TROMBONE MAST ARM CLAMP.

INDIVIDUAL BASE PLATE ANCHOR ROD COVERS. (4 REQUIRED)

BASE PLATE SLOTTED TO ACCEPT 11" THROUGH 12" BOLT
CIRCLE USING 1" DIAMETER ANCHOR RODS.

LEVELING SHIMS, DESIGNED FOR THE PURPOSE, SHALL BE USED WHEN PLUMBING
POLES. THE USE OF WASHERS IN LIEU OF PROPER LEVELING SHIMS IS NOT

wsoe wae /N ACCEPTABLE. LEVELING SHIMS SHALL BE USED ONLY BETWEEN THE TOP OF THE

OF POLE

STAINLESS STEEL HARDWARE - BOLTS
(3.5 INCH IN LENGTH), TWO WASHERS, LOCK
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CLAMP). THREAD BOLTS ENTIRE LENGTH.

CONCRETE BASE AND A METALLIC BASE PLATE.
~ SHIMS SHALL BE LONG ENOUGH AND WIDE ENOUGH TO COMPLETELY COVER THE

AREA UNDER THE LENGTH AND WIDTH OF THE BASE MOUNTING FLANGE.

TYPICAL APPLICATION OF
CHASE NIPPLE IN POLE SHAFT

GUSSETS -r
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! I I LOCKWASHER
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HEX HEAD BOLT

V2" X 12" - 13 TPI

FLAT WASHERS —< TO PRESSURE OR

COMPRESSION CONNECTOR

( I
/ i NUT
FACTORY WELDED §

BRACKET TO POLE

TYPICAL GROUNDING CONNECTIONS

NUT, BOLT AND WASHERS SHALL
BE STAINLESS STEEL

OB
|
i | 1 %" RACEWAY
HOLE - OPPOSITE DOOR
I | (180° SIDE)
I IF CALLED FOR

TYPICAL ”J” HOOK LOCATION

180°

"J" HOOK

90° — 270°

DOOR SIDE

HARDWARE DETAILS FOR
POLE MOUNTINGS

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

Feb. 2015 /S/ Ahmet Demirbilek
DATE STATE ELECTRICAL ENGINEER

FHWA

S.D.D. 9 E 1-14¢




Version 14 Standard Detail Drawing 9el (sheet g) April 16, 2015
Hardware Details for Pole Mountings

References:
Standard Spec 657 - Poles, Arms, Standards, and Bases

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION UNIT
657.0315 0] LTS I/ o= SRR EACH
657.0321 POIES TYPE 5-StEEI ..eeiieie ettt EACH
657.0322 Poles Type 5-AlUMINUM ........uuiiiiieee e e srrr e e e e e s e nnanene s EACH
657.0326 POIES TYPE B-STEEI ...oeiieiii e EACH
657.0327 Poles Type 6-AIUMINUIM ......ooiiiiiiiiiie e EACH
657.0336 POIES TYPE L7-STEEI ..oi ittt EACH
657.0337 Poles Type L7-AlUMINUIM ....oouviiieiiiiee it e e e e ebee e sntre e e s nnnaeeeeeneees EACH
Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE
Other SDDs associated with this drawing:
SDD 9el Pole Mountings for Traffic Signals Type 2 sheet “a”
SDD 9el Pole Mountings for Traffic Signals and Lighting Units Type 3 (Heavy Duty) sheet “b”
SDD 9el Pole Mountings for Traffic Signals and Lighting Units Type 4 sheet “c”
SDD 9el Pole Mountings for Lighting Units Type 5 (30 feet) sheet “d”
SDD 9el Pole Mountings for Lighting Units Type 6 (35 feet) sheet “e”
SDD 9el Pole Mountings for Lighting Units Type 17 (40 feet) sheet “f”

Design Notes:
This drawing is required when SDD 9el sheets "a", "b", "c", "d, "e", or "f" is called for in the plans.

Contact Person:
Ahmet Demirbilek (414) 220-6801

Pole Mountings



http://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf#ss657
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